
Appendix 1 

ITEMS/FAULTS WHEN CALCULATING 50% 
FAILURE RATE ON SPOT CHECKS FOR 
OPERATORS 

NON DANGEROUS ITEMS BUT WOULD FAIL A TAXI OR MOT 
TEST – NOT INCLUDED IN 50% FAILURE RATE 

Both rear Brake lights bulbs out or a 
side repeater light  

Bulbs and reflectors 
 

Steering components – excessive play Steering components – slight play 
 

Suspension components, including rubber 
bushes worn down to the metal 

Steering & suspension boots & covers 
 

Brakes (all including ABS) Horn 

Tyres (all) Driver controls ie hazard switches, indicator controls 
 

Exhaust system leaking into vehicle Exhaust system leaks 
 

Fuel leak Registration plates & VIN number 
 

Wipers (not working) Window operation 
 

Seat belts Panels misaligned 
 

Electrical wiring loose, ie dangerous exposed 
wires 

Headlamps loose 
 

Seats loose Fire extinguisher & first aid kit 
 

Door operation – if any one door will not 
open 

General door operation 
 

Sharp objects ie body View to rear 
 

Chassis corrosion Bonnet/boot secure & opening 
 

Vehicle Structure ie accident damage  Emissions high 
 

Drivers view of the road ie windscreen Speedo meter 

Airbags SRS (all) Windscreen 
 

Excessive Oil leak  
 

 
 

Battery loose  
 

 


